CTSINBNTALIS - De:

rosoft Internet Explorer

Device Troubleshooting Report

Device Info

Mame COGINPUNHMJH CORS1
IP Address 10224292
Device Type Cisco Catalyst 6509 Switch

ctsinbntacis: Resource Manager Essentials, Internetwork Performance Monitor, Campus

[fapaeL i Manager, Device Fault Manager.

[=] Reachability Check

Piny |[Success

it Failed

SNMP | Failed

SSH | Failed

Telnet | Failed

=] Trace Route

Tracing route to 10.224 29,2 aver & maximum of 30 hops
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[Trace complete

Syslog M ge (Mo syslog for the selected device.)

Audit Report (Mo audit surnmary for the selected device.)

Last Configuration Change (Mo configuration archived for the selected device.)

CDP Neighbors (Mo COP Meighbar exists for the selected device.)

Discrepancy (Mo Discrepancy found for the selected device.)

DFM Alerts (Alerts not retrieved)

Links to tools and more device information —

Workflow execution completed
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Connection—-specific Suffix
Description . . . P Intel{R> PRO-188@ MT Metwork Connection
Physical Address - BB-58-5%6-B1-75-B2
DHCP Enabled. . - HNo
IP Address. . . - 18.245.64.114
Subnet Mask . . - 255.255.255.8
Default Gateway - - .64,
- 18.245.64.92

DNS Servers . . - -64.
10.236.145.92
Primary WINS Server . : 1A.236.145.81
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