|, Cisco Unified CM Administration B Cisco Unified Ch Administration ]|

cisco

il Cisco Unified Communications Solutions

IPTadmin _ About

System v CallRouting v  Media Resouces v VoiceMal v Devics v Application v User Management ~  Buk Administraion v Help +

Phone Configuration
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NS B ack To Find/List G
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(@) status: ready

Typs
Modify Button Ttems Product Type:  Cisco 7940

Device Protocol: SCCP
1 wmline [1]- 1595 in PhonesPT

2 wmaline [21- Add anew DN Device
egistration egistered with Cisco Unified Communications Manager
Registrati Registered with Cisco Unified C tions M 10.10.2159
= Unassigned Assaciated Items - 1P Address 101
3 smaline [3]- 2263 in PhonesPT. MAC Address™ [o01469185534
4 =msline [4]- 2259 in PhonesPT Description [is9s
S emzline [51- 2253 in PhonespT Device Paol* [Silkebarg-0P =] view Details.
o emeline 61 Add onen o Comman Device Configuration [MigratedCommonProfilet = view Details
Phane Button Template* “SCCP-individual Template ¥
L — v [SEroiaesiossI-SCCP Induidudl Tempiate =]
SE— Softkey Template [Standard User Silkeborg =l
8 4dd  new SURL .
Common Phone Profile [Standard Cammon Phone Profile I
¢ §gAddancwelrsp Calling Search Space [ Hone > =
10 =72 Add o new BLF Directed Call Park AAR Calling Search Space [ Hone = =l
e | G Media Resource Group List [ Hone > =
12 Ingen User Hold MOH Audio Source [ e ~ I
Network Hold MOH Audio Source [ None > =l
Lozatian* [ |
AR Group [< Hane > =l
User Locale [< ene ~ I
Network Locale [ None > =
Built In Bridge* [Standard I
Privacy* [Standard =l
Device Mobility Mode* [Standard =] view Current Device Mobility Settings
Ouner User 1D [ one > | Find
Phone Load Name I
Jain Across Lines [Standard
Use Trusted Relay Point* [Standard

BLF Audible Alert Setting (Phone 1die)* [Standard

BLF Audible Alert Setting (Phone Busy)* [Standard

Ll L b L e

Calling Party Transformation CSS [ one >
[¥ Use Device Poal Calling Party Transfarmation CSS
¥ 15 active

¥ Retry videa Call as Audio

I 1gnore Fresentation Indicators (internal calls only)
¥ allow Control of Device from CTI

¥ Logged Into Hunt Group

™ Remote Device

—Protocol Specific

Packet Capture Mode™* [tngen =
Packet Capture Duration [0

Presence Group® [Standard Presence group =
Device Security Profile™ [Security profile—s =
SUBSCRIBE Caling Search Space [ Tans = =

I~ Unattended Port
I~ Require DTMF Reception
™ RFC2833 Disabled

[ Certification Authority Proxy Function (CAPF)
Certificate Operation® [Wo Pending operation

Ll 1«

Authentication Hode * [y Autherticstion Strna
Authentication String I

Generate String
Key Size (Bits)* [0+ H

Operstion Completes By [z ] [F [2 [12 crrers i oy

Certificate Operation Status: Ingen
Note: Security Profile Contains Addition CAPF Settings

[—External Data Locations Information (Leave blank to use
Information

Directory I

Messages I

Services

Authentication Server [

Proxy Server I

1dle I

Idle Timer (seconds) |

™ Enable Extension Mabilty

Log Out Profile [ sz Current Devics Setings
LoginTime < None >

Log out Time < Rone >

—MLPP i
MLPF Domain [ Tone > |
MLPP Indication® [Standard |
WL Presmption* [Gafac =
Do Not
I Do Hot Disturb
oD Option* [Ringer er sfbrudt |
DND Incsming Call Alert [~ fione > I=|
[—Product specific Confi Lay

I Disable Speakerphone

I Disable Speakerphone and Headset

PC Port * Enabled =
Settings Access* Enabled —
Gratutous ARP*  [Emables ¥
PC voice VLAN Access™® [Enabled |
Video Capabilities* Disabled |
Auto Line Select  [izablea ¥
Web Access® Enabled a4

— [sovs | [belste | [copy | [reset| Addiiew

@ **- Device reset is not required for changes to Packet Capture Mode and Packet Capture Duration.

@ ***Hote: Security Profile Contains Addition CAPF Settings

(@) ****Note: & new softkey template without supplementary service softkeys must be used for a protected phane.
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@ Status: Ready

—Directory Number
Directory Number*  [T535
Rauts Fartition [PhanesPT

Deseription I

Alerting Name [Carl-marius Stzensen

ASGII Alerting Name [Carl-Marius Steensen

[ Allow Gontrol of Device fram CTL

Associated Devices  [SEPONL4691B5534

SEPDD13C4ECAL24 Edit Device
SEPO013C4FBBA0E
Edit Line Appearance
va
Dissociate Devices
—Directory Number 9
Voice Hail Profile [< e > =] (Choose <Hane > to use system defaulth

Calling Search Space [nationalcs s

x
Fresence Group [Standard Presence group

User Hold MOH Audio Sourss [ None =

Hetwork Hold MOH Audio Souree [ fione >

Auto Answer® [Auta Answer off

Lo L] L] L e L

—AAR 9.
Voice Mail AAR Destination Mask AAR Group

AAR I or < None >
I™ Retain this destination in the call forwarding history

—call Forward and Call Pickup g

Voice Mail Destination calling Search Space

Calling Search Space Activation Policy [Brug systemstandard =l
Farward all Mor I [trterncss =l
Secondary Calling Search Space for Forward All [« None > =1
Forward Busy Internal Oor I [Trterncss 3|
Forward Busy External For I [trterncss =
Farward No Answer Internal Mor I [Tnterncss =l
Forward Mo Answer External er I [trterncss =
Farward No Coverage Internal Mor I [trterncss =l
Forward No Coverage External Oor I [Trterncss 3|
Forward on CTI Failure For I [« none > =
Farward Unregistsrad Internal Mor I [trterncss =l
Forward Unregistered External Mor I [Trterncss 3|

Mo Answer Ring Duration (seconds) [

Call Pickup Group [17-Applikationer in InternPT

= Find |

—MLPP Alternate Party g

Target (Destination) [

MLPP Calling Search Space [« None >

MLPP No Answer Ring Duration (seconds) [

e Settings for All De

Held Reversion Ring Duration (secands) [

Sefting the Hold Reversien Ring Duration to zero will disable the feature

Hold Reversian Notification Interval (seconds) |

Setting the Hold Reversion Notification Interval to zera will disable the feature

—Line 1 on Device SEP0014691B5534

value

Update Shared Device
Sattings

Display (Internal Caller ID) [carl-tmarius Steensen Display text for a line appearance is intended for displaying text such as a name instead of a directory number for internal ealls. If you specify a number, [
the person receiving a call may not see the proper identity of the caller,
ASCII Display (Internal Caller 1D) [Car-marius Steensen
Line Text Label T -
ASCII Line Text Label I r
External Phone Number Mask I -
Visual Message Waiting Indicator [Use System Policy I~ | o
Poliey*
Ring Setting (hone 1dle)* [Brug systemstenderd = r
Ring Setting (Phone Active) [rug systemstandard =] applies to this line when any line on the phone has a call in progress |
Call Pickup Group Audio Alert Setting  [Brug systemstandard =l
(Phone Idle)
Call Pickup Group Audio Alert Setting  [Brug systemstandard =]
(Phone Active)
Monitoring Calling Search Space [=Tiene = =
Prapagate Selected
—Multiple Call/call Waiting Settings on Device SEPO014691
Note:The range to select the Max Number of calls is: 1-188
Maximumn Nurber of Calls* [+
*
Busy Trigger L (Less than or equal to Max. Calls)

—Forwarded Call Information Display on Device SEP0014691B5534
 Caller Name
I~ caller number
™ Re
¥ Disled Nurmber

ected Number

—uUsers Associated with Li

Associate End Users

— Save| Delete | Reset | Add New
@ *_indicates required item

@ **_ changes to Line or Directory Number settings require restart.
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Rauts Fartition [PhanesPT

Deseription I

Alerting Name [Carl-marius Stzensen

ASGII Alerting Name [Carl-Marius Steensen

[ Allow Gontrol of Device fram CTL

Associated Devices  [SEPONL4691B5534

SEPDD13C4ECAL24 Edit Device
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Edit Line Appearance
va
Dissociate Devices
—Directory Number 9
Voice Hail Profile [< e > =] (Choose <Hane > to use system defaulth

Calling Search Space [nationalcs s

x
Fresence Group [Standard Presence group

User Hold MOH Audio Sourss [ None =

Hetwork Hold MOH Audio Souree [ fione >

Auto Answer® [Auta Answer off

Lo L] L] L e L

—AAR 9.
Voice Mail AAR Destination Mask AAR Group

AAR I or < None >
I™ Retain this destination in the call forwarding history

—call Forward and Call Pickup g

Voice Mail Destination calling Search Space

Calling Search Space Activation Policy [Brug systemstandard =l
Farward all Mor I [trterncss =l
Secondary Calling Search Space for Forward All [« None > =1
Forward Busy Internal Oor I [Trterncss 3|
Forward Busy External For I [trterncss =
Farward No Answer Internal Mor I [Tnterncss =l
Forward Mo Answer External er I [trterncss =
Farward No Coverage Internal Mor I [trterncss =l
Forward No Coverage External Oor I [Trterncss 3|
Forward on CTI Failure For I [« none > =
Farward Unregistsrad Internal Mor I [trterncss =l
Forward Unregistered External Mor I [Trterncss 3|

Mo Answer Ring Duration (seconds) [

Call Pickup Group [17-Applikationer in InternPT

= Find |

—MLPP Alternate Party g

Target (Destination) [

MLPP Calling Search Space [« None >

MLPP No Answer Ring Duration (seconds) [

e Settings for All De

Held Reversion Ring Duration (secands) [

Sefting the Hold Reversien Ring Duration to zero will disable the feature

Hold Reversian Notification Interval (seconds) |

Setting the Hold Reversion Notification Interval to zera will disable the feature

—Line 1 on Device SEP0014691B5534

value

Update Shared Device
Sattings

Display (Internal Caller ID) [carl-tmarius Steensen Display text for a line appearance is intended for displaying text such as a name instead of a directory number for internal ealls. If you specify a number, [
the person receiving a call may not see the proper identity of the caller,
ASCII Display (Internal Caller 1D) [Car-marius Steensen
Line Text Label T -
ASCII Line Text Label I r
External Phone Number Mask I -
Visual Message Waiting Indicator [Use System Policy I~ | o
Poliey*
Ring Setting (hone 1dle)* [Brug systemstenderd = r
Ring Setting (Phone Active) [rug systemstandard =] applies to this line when any line on the phone has a call in progress |
Call Pickup Group Audio Alert Setting  [Brug systemstandard =l
(Phone Idle)
Call Pickup Group Audio Alert Setting  [Brug systemstandard =]
(Phone Active)
Monitoring Calling Search Space [=Tiene = =
Prapagate Selected
—Multiple Call/call Waiting Settings on Device SEPO014691
Note:The range to select the Max Number of calls is: 1-188
Maximumn Nurber of Calls* [+
*
Busy Trigger L (Less than or equal to Max. Calls)

—Forwarded Call Information Display on Device SEP0014691B5534
 Caller Name
I~ caller number
™ Re
¥ Disled Nurmber

ected Number

—uUsers Associated with Li

Associate End Users

— Save| Delete | Reset | Add New
@ *_indicates required item

@ **_ changes to Line or Directory Number settings require restart.



