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Directory Number Configuration

[ e P voiete P reset o e

@ Status: Ready

—Directory Number
Directory number*  [To5r

Route Partition [FhoneseT
Description [
Alerting Name [IT-servicedesk

ASCIL Alerting Nome [[T-sprvicedesk

I allow Control of Device from CTI
SEPDD13C4ECAL24

Associated Devices

Edit Device
Edit Line Appearance

va
Dissociate Devices
—Directory Number ing
Woice Mail Profile [< Nane > (Choose <Hone> to use system default)
Calling Search Space [Wationsicss
Presence Group® [Standard Presence aroup

User Hold MGH Audio Sourcs [ one =

Netwark Hald MOH Audia Saurce [ None =

Lo L] el el L] e

Auto Answer™ [Ruto Answer off
—AAR 9
Vaice Mail AAR Destination Mask AAR Group
AAR Cor [<one >

T Retain this destination in the call formarding history

—call Forward and Call Pickup g
Voice Mail Destination Calling Search Space
Calling Search Space Activation Palicy [Brug systemstandard =]
Forward All Dor [ [trterncss =]
Secandary Calling Search Space for Forward All [< hone > =]
Forward Busy Intsrnal DOor [ [trterncss =
Forward Busy External Mor I [Tnterncss =l
Formard No Answer Internal Mor [ [trterncss =
Forward No Answer External DOor [ [trterncss =
Forward Mo Coverage Internal Mor I [Tnterncss =l
Forward No Coverage External For [ [trterncss =
Forward on CTI Failure DOor [ [< Hone > =
Forward Unregistered Internal Mor I [Tnterncss =l
Forward Unregistered External For [ [trterncss =
Mo Answer Ring Duration (SEDDr\dSJI
Call Pickup Group [17 in 1nternPT =] Find
—MLPP Alternate Party 19
Target (Destination) I
mLpF Calling Search Space [<Wone =
MLPP Mo Answer Ring Duration (secundi)l
—Line Settings for All Devict
Hold Reversion Ring Duration (seconds) | Setting the Hold Reversion Ring Duration to zero will disable the feature
ZoldReere oplNotinicationlinterzallteecondel] Setting the Hold Reversion Natification Interval to zero wil disable the feature
—Line 1 on Device SEPO013C4ECA1Z4
Display {Internal Caller 1D) |Lisbeth Kanstrup Display text for a line appearance is intended for displaying text such as a name instead of a directory number for internal calls. If you specify a number, the person receiving a call
may not see the proper identity of the caller,
ASCII Display {Internal Caller 1D} [Listeth Kanstrup
Ling Text Label I
ASCII Line Text Label I
External Phone Number Mask I
visual Message Waiting Indicator Folicy*  [ilse System Policy =
Ring Setting (Phane Ldle)* [Brug systemstandard =l
Ring Setting (Phone Active) [erug systemstandard 1= applies to this line when any line on the phane has a call in progress.
Call Fickup Group Audio Alert Setting [Erua systemstandard =l
(Phone 1dle)
Call Pickup Group Audio Alert Setting [Brug systemstandard =l
(Phone Active)
Monitoring Calling Search Space [=Tiene = =l

—Multiple Call/Call Waiting Settings on Device SEPOOLIC4ECA124
Nots The range to select the Max Number of calls isi 1-172
Maximum Number of Calls® n

X
Busy Trigger [« {Less than or equal to Max, Calls)

—Forwarded Call Information Display on Device SEPO013C4ECA1Z4
 Caller Name
™ Caller Number
I™ Rediracted Humber
¥ Dialsd Numnber

—uUsers Associated with Li

Associate End Users
— save | Delete | Reset| addnew

@ *_indicates required itemn

@ **- Changes ta Lin or Dirsctory Number settings require restart,
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Related

[E Save x Delete % Reset EDZ Ack New

@ Status: Ready

—Directory Number
Directory Number*

1558

Route Parttan  [FhanespT

Description I

Alerting Hame [susanne Burchall

ASCI Alerting Name [Si5anne Burchall

I allow Control of Device from CTI

Associated Devices

SEPD013CAFBBADE
Edit Device
Edit Line Appearance
va

Dissasiate Devices
—Directory Number g

Vaice Mail Profile [< tione > =] tchoose <Hone= to use system default)

Calling Search Space [Notionaicss

Presence Group™® [Standard Presence groun

User Hold MOH Audia Source [ Wane >

Netwark Hold MOH Audie Saurce [ ane =

Lol L L Lo 1

*
Auto Answer [Auto Answer Off

AAR Destination Mask ARR Group

Cor [

[ Retain this destination in the call forwarding history

< Mone >

Destination Calling Search Space

[Brug systemstandard

[Mationalcss

[<Hone >

[interncss:

[imemcss

[tnternCss:

[imemcss

[tnternCss:

[imemcss

[<iione >

[imemcss

—call Forward and call Pickup Setting:
Voice Mail

Calling Search Space Activation Policy
Forward Al Oor [
Secondary Calling Search Space for Forward all
Forward Busy Internal Mor I
Forward Busy Extsrnal Dlor I
Forward No Answer Internal Mor I
Forward No Answer External Dlor I
Forward Mo Coverage Internal Mor I
Forward No Coverage External Mor I
Farward an CTI Failure Oor I
Forward Unregistered Internal Mor I
Forward Unregistersd External Oor [

No Answer Ring Duration {seconds) |

Call Pickup Group

=] [rind|

[1T in InternPT

0 0 B T R

[trterncss

—MLPP Alternate Party g
Target (Destination) I

HLPP Calling Search Space

[< one =
HLPP No Answer Ring Duration {seconds) [

—Line Settings for All Devic:

Hold Reversion Ring Duration {seconds) [

Setting the Hold Reversion Ring Duration to zera will disable the feature

Hold Reversion Notification Interval (seconds) |

Sstting the Hold Reversion Notification Interval ta zera will disable the feature

e 1 on Device SEPO013C:

Display (Internal Caller 1D) [[T-Servicedesk

may not see the proper identity of the caller,

Display text for a line appearance is intended for displaying text such as a name instead of a directory number for internal calls. If you specify a number, the person receiving a call

ASCII Display (Internal Caller ID) [r7-servicedesk

Line Text Label I

ASCII Line Text Label I

External Phone Wumber Mask I
*

Wisual Message Waiting Indicator Policy [use System palicy

Ring Setting (Phone Idie}* [erug systemstandard

Ring Setting (Phone A

) [erug systemstandard

Applies to this line when any line on the phone has a call in progress.

Call Pickup Group Audio Alert Setting

[Brua systemstandard
(Phane Tdie)

Ll e L] Led

Gall Pickup Group Audio Alert Setting

[erug systemstandard
(Phone Active)

L«

Monitoring Calling Search Space [ tone =

L

—Multiple Call/Call Waiting Settings on Device SEPO0L
Note:The range to select the Max Number of calls is: 1-172

Maximum Number of Calls* [«

Busy Trigger® [z

{Less than or equal to Max. Calls)

—Forwarded Call Information Display on Device SEPOD
P caller name
I caller number
™ Redirected Number
[ Dialed Number

—Users Associated with L
Full Name

Burchall Susanne

-

User 1D Permission

dri7e1s

Associste End Users | Select all | Clear All Delets Selected

— save | Delete | Reset| add new

@ *_ indicates required item.

@ **. Changes to Line or Directary Number settings require restart,



