
Internet

ADSL

SERVER FARM: Vlan 50 – 10.50.1.0

Routed Mode
Cisco ASA5510-AIP10-K8firewall

IPS edition

Cisco 3560G-48TS
48 x RJ45 10/100/1000

Catalyst 2900SERIES

10Base T/100Base TX

XL

1x 2x 3x 4x 5x 6x 7x 8x 9x 10x 11x 12x 13x 14x 15x 16x 17x 18x 19x 20x 21x 22x 23x 24x

MOD EMODE

SY S TE M R PSSYSTEM RPS

1 2

Cisco 3560G-48TS
48 x RJ45 10/100/1000

Cisco 2960G-48TC-L
48 x RJ45 10/100/1000

Cisco 2960G-24TC-L
24 x RJ45 10/100/1000

Cisco 2960G-24TC-L
24 x RJ45 10/100/1000

Cisco 2960G-24TC-L
24 x RJ45 10/100/1000

Transparent Mode
Cisco ASA5510-CSC10-K9 firewall

Full Anti-X Plus for 100 users

ADSL Cisco C877

Catalyst 2900SERIES

10Base T/100Base TX

XL

1x 2x 3x 4x 5x 6x 7x 8x 9x 10x 11x 12x 13x 14x 15x 16x 17x 18x 19x 20x 21x 22x 23x 24x

MOD EMODE

SY S TE M R PSSYSTEM RPS

1 2

8th Floor

7th Floor

1st Floor

Gnd Floor
10.20.1.14

10.20.1.11

10.20.1.12

10.20.1.13

SW A - 10.20.1.1             SW B - 10.20.1.2

E 0/0 – 172.26.1.2

E0/1
172.28.1.1/29

G0/44 – 172.28.1.3
(routed port)

G0/44 – 172.28.1.2
(routed port)

E 0 - 172.26.1.1

E 0/1

E 0/0

HSRP
172.28.1.6

E 0/2 - DMZ

CAS – Client Access Server

M/S ISA

172.30.1.30

172.30.1.32
Natted to 172.26.1.32 on ASA

IPoFR

>> PBR – Mail Traffic >> FA 0/0 - 172.26.1.3

172.26.1.0/24

Mail Server – 10.50.1.102
Natted to 172.26.1.102  on ASA

Static nat:
CAS to public IP 1

Mail Server to Public IP 2


