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System = Call Routing + Media Resourcezs =  Advanced Features = Device =  Application =  User Management =  Bulk Administration = Help =

Region Configuration AL R RO Back To Find/List -

Q Save x Delete % Reset 4 Apply Config |:B; Add New

L3

— Region Information

Name* Hg REG

— Region Relationships

Region Audio Codec Preference List Maximum Audioc Bit Rate Maximum Session Bit Rate for Video Calls Maximum Session Bit Rate for Immersive Video Calls
HQ_REG Use System Default (Factory Default low loss) 64 kbps (G.722, G.711) Use System Default (384 kbps) 2147483647 kbps
MOTE: Regions not displayed Use System Default Use System Default U=ze System Default Use System Default

— Modify Relationship to other Regions

Regions Audio Codec Preference List Maximum Audio Bit Rate Maximum Session Bit Rate for Video Calls Maximum Session Bit Rate for Immersive Video Calls £
Default -
HO_REG
x kKeep Current Setting - @ kKeep Current Setting - (] Keep Current Setting @ Keep Current Setting
B | |kbps 0 use System Default B use Systermn Default
) None ) None
® lebps ® kbps

[ Save ] [ Delete ] [ Reset ] [ Apply Config ] [ Add New

L]
@ *_ indicates required item.
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B Save x Delete %’ Reset / Apply Config |:|'}= Add New
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Related Links:

- Region Information

*
Mame™ pefault

—Region Relationships

Maximum Audio Bit Rate
64 kbps (G.722, G.711)

Use System Default

Maximum Session Bit Rate for Video Calls
384 kbps

Usze System Default

Maximum Session Bit Rate for Immersive Video Calls

2147433647 kbps

Use System Default

Region Audio Codec Preference List
Default Use System Default (Factory Default low loss)
MOTE: Regions not displayed Use System Default
— Modify Relationship to other Regions
Default -
HQ REG

Keep Current Setting -

Maximum Audic Bit Rate

@ Keep Current Setting
Ui kbps

- @ Keep Current Setting
® use System Default
® Nune

® | kbps

@ Keep Current Setting

7 Use System Default

) Mone

= jkbps

[ Save ] [ Delete ] [ Reset ] [ Apply Config ] [ Add New

*_ indicates required item.
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Find and List Audio Codec Preference Lists

Audio Codec Preference Lists (1 - Z2of 2) Rows per Page 50
Find Audio Codec Preference Lists where MName - .begins with  » [ Find ] [ Clear Filter ] [ 'ﬁ'}] [ m]
D Mame ™ Description Copy
Factory Default lossy Lossy Codec List 3
Factory Default low loss Low Loss Codec List )
Add New || Select Al || Clear All || Delete Selected
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Audio Codec Preference List Configuration ISR R RN Back To Find/List -

JD Copy E‘E_i‘a Add Mew
e
Description Lossy Codec List ‘

Codecs in List* | opus (sk-510k) 7
MP4A-LATM 128k
AAC-LD (MP4A Generic)
MPaA-LATM 64k
MP4A-LATM S5k

L1& 256k L
MPaA-LATM 48k

ISAC 32k

AMR-WE (7k-24k)
MPaA-LATM 232k

G.722 a4k

G.722.1 22k

G.722 56k

G.722.1 24k

G.722 48k

MPaA-LATM 24k

G.711 U-Law 54k

G.711 A-Law 54k

G.711 U-Law 56k

G.711 A-Law 36k

ILBC 16k

G.728 16k

AMR (Sk-13k)

G5M Enhanced Full Rate 13k
G5M Full Rate 12k

G.729b 8k

G.729ab 8k

G.729 8k L
G5.729a 8k

GSM Half Rate &6k -

m

m

| copy | | Add New -
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System = Call Routing + Media Resources = Advanced Features +» Device »  Application = User Management »  Bulk Administratiocn + Help =

Audio Codec Preference List Configuration ISR R RN Back To Find/List -

jD Copy E‘E_i‘a Add New
Descrip-tiun* 2 i =
Low Loss Codec List

Codecs in List* | Mp4a-LATM 128k -
AAC-LD (MP4A Generic)
MP4A-LATM 54k
MP3A-LATM S5k

L16 256k —
MP4A-LATM 48k

OPUS (6k-510lk)

G.722 64k

1SaC 32k

MP4A-LATM 22k

AMR-WE (7L-24k)

G.722.1 32k

G.722 36k

G.722.1 24k

G.722 48k

MPEA-LATM 2k

G.711 U-Law 64k

G.711 A-Law 54k

G.711 U-Law 56k

G.711 A-Law 36k

ILBC 16k

G.728 16k

AMR (Sk-13k)

GSM Enhanced Full Rate 13k
G5M Full Rate 13k

G.729b 8k

G.72%9ab 8k

G.729 gk

G.729a 8k

GSM Half Rate &6k -

m

m

L |- T e L b |
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System » Call Routing + Media Resources »  Advanced Features » Device »  Application »  User Management =  Bulk Administration + Help =

Find and List Gateway

L_.Eﬂ Add Mew @ Select All @ Clear All % Delete Selected % Reset Selected z Apply Config to Selected

Status
@ 2 records found
Gateways (1-2of2) Rows per Page 50
Find Gateways where Name » begins with - | Hide endpuinm[ Find ] [ Claar Filtar ] E]
Select item or enter search text -

[ Device NMame ™ Crescription Device Poaol Calling Search Space Cievice Type Status IFw4 Address

D E 192.168.5.250 BI-RIY-IN-VGWO1 HO OP Recording C55 H.223 Gateway Unknown 192.168.5.250

D = 192.168.5.251 BI-RIY¥-IN-WGWO2 HGO OP Recording CS5S H.223 Gateway Urnkrnown 192.168.5.251
[ Add Mew ] [ Select All ] [ Clear All ] [ Delete Selected ] [ Reset Selacted ] [ Apply Config to Selected
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’ System - | Call Routing = Media Resources »  Advanced Features = Device =  Application =  User Management =  Bulk Administration = Help

Gateway Configuration Related Links:
Q Save x Delete Copy % Reset . Apply Config cgz Add New

m

- Device Information

Product H.323 Gateway

Device Protocol H.225

Registration: Unknown B
IPvd Address: 182.168.5.250

& Device is not trusted

Device Name* 1921585250

Drescription EI-RIY-IN-VGWUI

Device Poaol* .HD_DF’ -

Commaon Device Configuration -a::_r:-.i;:rne = -

Call Classification™® OffNet A

Media Resource Group List HGQ MRGL -

Packet Capture Mode* Mone -

Packet Capture Duration 0

Location™® Hub_Meone -

AAR Group < None = -

Tunneled Protocol * None -
QSIG Variant™® | No Changes -|
ASN.1 ROSE OID Encoding™® (Mo Changes v
Use Trusted Relay Point™® _Ijeﬁ':lu-l.f :

Signaling Port* 1?20

Media Termination Point Required

Retry Video Call As Audio
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System | Call Routing = | Media Resources +  Advanced Features + Device = Application =  User Management =  Bulk Administration = Help -
Gateway Configuration

@ Save xﬂele‘te Copy % Reset 4 Apply Config |:|'}= Add New

[¥| petry video Call Az Audic

Related Links:

"l wait for Far End H.245 Terminal Capability Set

|| Path Replacement Support

I Transmit UTF-8 for Calling Party Name

[l srTP Allowed - When this flag is checked, IPSec needs to be configured in the network to provide end to end security
[ H.235 Pass Through Allowed

PSTN Access

. Failure to do so will expose keys and other information.

"] connect Inbound Call before Playing Queuing Announcement

—MLPP and Confidential Access Level Information
MLPP Domain I - E
MLFF Indication Mot available on this device
MLFF Preemption Mot available on this device
Confidential Access Made = None = - T
Confidential Access Level | < None = -
—Call Routing Information - Inbound Calls
Significant Digits™® All %
Calling Search Space Recur.a.i-ﬁg_t:ss -
AAR Calling Search Space --::-[;]-Dne = -
Prefix DN
[ Redirecting Number IE Delivery - Inbound
"] Enable Inbound FastStart
Connected Party Settings
Connected Party Transformation C55  « |;';]|:|.r|e = -

[l use Device Pool Connected Party Transformation C5
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Gateway Configuration Related Links:
LB Save x Delete Copy %' Reset . Apply Config |:|';'a Add New

— Call Routing Information - Outbound Calls

Calling Party Selection® First Redirect Number -
Calling Party Prezentation® Diefault i
Called party IE number type® Cisco CallManager v
Calling party IE number type* Cisco CallManager v
Called Numbering Flan* -(5.5.:9 -Cé.ili'u;lénager -
calling Mumbering Flan™ (;.‘.ius.:g -t;-‘;-:ill.r;a'i.énager =
Caller ID DN '

[ Display IE Delivery

] Redirecting Number IE Delivery - Qutbound

Redirecting Party Transformation C55 = Nogne = =
Use Device Pool Redirecting Party Transformation CS55

[l Enable outbound FastStart
Codec For Outbound FastStart G711 u-law BAK

Called Party Transformation C55 & MNone = -

m

Use Device Pool Called Party Transformation C55
Zalling Party Transformation C55 -::mN-DnE = -

Use Device Pool Calling Party Transformation C55

- Geolocation Configuration

Geolocation -- Mot Selected -- b

Geolocation Filker = pone = r

- Intercompany Media Engine (IME)

E.164 Transformation Profile = None = 8
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Gateway Configuration GISR L IR LCH Back To Find/List -

G Save x Delete Copy % Reset . Apply Config |:|';5 Add New
| ' e

—Incoming Calling Party Settings

If the administrator sets the prefix to Default this indicates call processing will use prefix at the next level setting (DevicePool/Service Parameter). Otherwize, the value configured is used as the prefix unless the field 1= empty in
which case there is no prefix assigned.

Clear Prefix Settings || Default Prefix Settings |

Number Type Prefix Strip Digits Calling Search Space Use Device Pool CSS
Mational Mumber Default lg ' < None = -
International Number Default |0 < None > >
Unknown Number Default o 1 < None = -
Subscriber Number Default 0 < None = - W]

- Incoming Called Party Settings

If the administrator sets the prefix to Default this indicates call processing will use prefix at the next level setting (DevicePool/Service Parameter). Otherwise, the value configured is used as the prefix unless the field is empty in
which case there is no prefix assigned.

Clear Prefix Settings || Default Prefix Settings |

Mational Number Default (g 1 < None = -
International Number Default 0 < None = - W]
Unknown Mumber |:.Je1.=au.lt 0 < None > - Wl I
Subscriber Number Default 0 ' < None = -

m

— Route Group Membership

@M

[ SAwve ] [ Neleta ] [ Cnnw ] [ Racat ] [ Annby Confin ] [ add Mew ] vl



aliilin Cisco Unified CM Administration

cisco

For Cisco Unified Communications Solutions

Logout

System = Call Routing + Media Resourcezs *  Advanced Features -

Device Pool Configuration

ES&V& xmlete Copy %R&s&t & Apply Config I#}inddh&ew

Application -

User Management =  Bulk Administration -

— Device Pool Information

Device Pool: HO_DP (87 members**)

— Device Pool Settings

Device Pool Name®

Cisco Unified Communications Manager Group®
Calling Search Space for Auto-registration
Adjunct C55

Reverted Call Focus Priority

Intercompany Media Services Enrolled Group

HO_DP
SUB_PUB_GRP
< None >

< Mone =
Default

< None =

—Roaming Sensitive Settings

Date/Time Group® CMLocal
Region® HQ_REG
Media Resource Group List .HD_MRGL
Location < None >
Metwork Locale < None =
SRST Reference® .Disahle
Connection Monitor Duration***

Single Button Barge™® .Default
Join Across Lines* .Default
Physical Locatian < Mone =
Drevice Mobility Group = Mone =

Wirelezs L&N Profile Grouo TR Y

-

-

-  Wiaw Mataile

L EV 8 Cisco Unified CM Administration -

Search Documentation

SRV NI S Back To Find/List v

F

m
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System =  Call Routing = Media Resourcezs =  Advanced Features -

Media Resource Group List Configuration

Device -

Application -

User Management

Bulk Administration

Help =

PEWGER N Cisco Unified CM Administration

akbarali Search Documentation About Logout

Related Links:

B Save x Delete Copy EII% Add New

—Media Resource Group List Status

Media Resource Group List: HQ_MRGL (used by 87 devices)

- Media Resource Group List Information

Name* Hg MRGL

—Media Resource Groups for this List

Available Media Resource Groups

WA

Selected Media Resource Groups |HQ MRG-HW
HGQ MRG-SW

<

[ Save ] [ Delete ] [ Copy ] [ Add MNew

@ *_ indicates required item.
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System =  Call Routing = Media Resources = Advanced Features = Device =  Application =

Media Resource Group Configuration

User Management

akbarali

Bulk Administration = Help =

PEWGER N Cisco Unified CM Administration

Search Documentation

About Logout

Related Links:

B Save x Delete Copy EII% Add New

L3

—Media Resource Group Status

Media Resource Group: HQ_MRG-HW (used by 87 devices)

- Media Resource Group Information

Name*  Hg MRG-HW

Drescription !

- Devices for this Group

Available Media Resources™™*

ANN_2
ANN_3
CFB_2
CFB_3

IVR_2

[ »

)

WA

Selected Media Resources™

HW-CONF (CFB)
HW-MTP (MTP)

HW-TRANS (XCODE)

[l use Multi-cast for MOH Audio (If at least one multi-cast MOH resource is available)

m

[ Save ] [ Delete ] [ Copy ] [ Add MNew

@ *_ indicates required item.

[
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Media Resource Group Configuration GISR L IR LCH Back To Find/List -
B Save x Delete Copy EII% Add New

L3

—Media Resource Group Status

Media Resource Group: HQ_MRG-SW (used by 87 devices)

- Media Resource Group Information

*

Mame HQ_MRG-SW

Description gLOMInvest HQ Media Resource Group

- Devices for this Group

Available Media Resources™* | qw-conF i

HW-MTP
HW-TRANS

IVR_2

IVR_3 -

m

Selected Media Resources™

ANN_2 (ANN)
ANN_3 (ANN)
CFB_2 (CFB)
CFB_3 (CFB)
MOH_2 (MOH)

]

m

1

[l use Multi-cast for MOH Audio (If at least one multi-cast MOH resource is available)

[ Save ] [ Delete ] [ Copy ] [ Add MNew

@ *_ indicates required item.
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Phone Configuration Related Links:
Bs.we xDeie‘be [ comy %lHEEt £ eply Config Gl Add New

Status £
@ Status: Ready
r Association r Phone Type
[ Maodify Button Items ] Product Type:  Cisco 7941 B
) ] Dewvice Protocol: SCCP
1 sz line [1]- 522 in Internal PT
-]
2 L Line [2] - &dd a new DM r Real-time Device Status
__________ B EEed BT TS i Registration: Registered with Cisco Unified Communications Manager 192.168.15.2
- A R IPv4 Address: 192.168.5.49
#,Addznew SURL Active Load ID:  SCCP41,3-4-25R2-25
£ Bz Add 3 new 5D Download Status: MNone
5 '\:I'ﬁ:"tdd a new BLF 5O ~ Device Information
5 Ll Add a new BLF Directed Call Park E e T
CallBack Deviceis trusted
Call Park MAC Address* 002250B96CE4
3 Call Pickup Crescription Alehar Ali
10 Conference List ; = e —
Device Paal HO_DP » Wiew Details
11 Conference o Davice Coul ] = 2 |
ommaon Device Configuration =M > Wiew Detai
12 Do Not Disturb i — x> e
o e Phone Button Template™® EEand_ard"?E..Ml 5:::.351""- _ -
14  Ecrward All Softkey Template Standard Feature-Modified -
15  Group Call Pickup Commaon Phone Profile® Standard Common Phone Profile - | Wiew Details
i6 Hold Calling Search Space = Mone = -
17  Hunt Group Logout AAR Calling Search Space = Mane » -
18 wm:Intercom [1] - Add a new Intercom Media Resource Group List .HD_MRGL g
19 Malicious Call Identification User Hold MOH Audio Source ]._:.53.|'i'||:IIIE.F;..|Jd.iI|:;.5;:.ur£E. -
20 Meet Me Conference Metwork Hold MOH Audio Source .l'SEII'I'IpllEPxIJdiDEDIJFCE =
21 Ml:lhlllt'p" LIZICEtil:II'I* ""IJI:I_NIZI.I'IE v‘
22 Mew Call AAR Group S .
23 Other Pickup - - -—-
; : User Locale English, United States -
24 Quality Reporting Tool == =
e R Metwark Lacale .U.niFEI.:! States o
BT (e R T ot L L Lo ey e Built In E'ri'dg'E‘ Mefaule G -




