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Device Tyne Name | 1P Adress MAC Address State Parent | vLAN
450012t - 137.55136.208 00042394 3680 EAP-Associated self none
- - 0000 000¢1117.3020 [Esp-Associated self none
450012t - [EESERE G00c i5as62s EAP-Associated self none
- - 137.56137.138 000c 11527180 EAP-Associated self none
- - 137.56.138.150 000e 35ad 2584 EAP-Associated self none
- - 137581371 0013 cead Oatn EAP-Associated self none
- - 0000 0013.cocd cebt 4P-Assoriated self none
- - EEEEEE [T EAp-Associated self none
- - 197.56136.220 0015671 520 EAP-Associated self none
- - 19756497.124 00186722021 EAP-Associated self none
- - 137.56.138.205 0013.4200.2022 EAP-Associated self none
- - 13756.138.187 001¢.bfad 8004 EAP-Associated self none
- - 0000 001¢ bfad Bt EAP-Associated self none
- - 0000 001¢hfada2ea EAP-Associated self none
- - 137.56.138.208 001¢fad aTo? EAP-Associated self none





However, if I do a show arp on the coreswitch, the highlighted mac addresses are found and associated with an IP addresses. The IP address is reachable.

[image: image2.png][« Invalid input detected at ’'*’ marker.

Tnternet 137.55.136.158 142 ©806c.f117.90ac ARPA  Ulani
[JFL1~CS1#ping 137.55.136.158

Type escape sequence to abort.
[Sending 5. 188-byte ICHP Echos to 137.55.136.158, timeout is 2 seconds:

Success rate is 188 percent <5/5), round-trip min/avg/max = 1/18/48 ns
[aMFL1 —Cs 1,




Why is this behaviour is shown on the wireless ap?

The model is a cisco 1200 Access Point AIR-AP123G-E-K9. The version is 12.2(13)JA3.

