System Bootstrap, Version 12.2(8r) [cmong 8r], RELEASE SOFTWARE (fc1)


Copyright (c) 2003 by cisco Systems, Inc.





Warning: monitor nvram area is corrupt ... using default values


environment write to NVRAM failed


C2600 platform with 131072 Kbytes of main memory





program load complete, entry point: 0x80008000, size: 0x90129c


Self decompressing the image : #################################################


################################################################################


##################### [OK]





Invalid iomem value in ROM (174). Smart-init will


now run to compute a valid value


iomem percentage may need to be reset manually


Smart Init is enabled


smart init is sizing iomem


  ID            MEMORY_REQ                 TYPE


00036F          0X00103980 C2651XM Dual Fast Ethernet


0002A9          0X001FCE2F 16 port ethernet switch


                0X00098670 public buffer pools


                0X00211000 public particle pools


TOTAL:          0X005A9E1F





If any of the above Memory Requirements are


"UNKNOWN", you may be using an unsupported


configuration or there is a software problem and


system operation may be compromised.


Rounded IOMEM up to: 6Mb.


Using 4 percent iomem. [6Mb/128Mb]


environment write to NVRAM failed





              Restricted Rights Legend





Use, duplication, or disclosure by the Government is


subject to restrictions as set forth in subparagraph


(c) of the Commercial Computer Software - Restricted


Rights clause at FAR sec. 52.227-19 and subparagraph


(c) (1) (ii) of the Rights in Technical Data and Computer


Software clause at DFARS sec. 252.227-7013.
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Cisco Internetwork Operating System Software


IOS (tm) C2600 Software (C2600-IPBASE-M), Version 12.3(9d), RELEASE SOFTWARE (fc


2)


Technical Support: http://www.cisco.com/techsupport


Copyright (c) 1986-2005 by cisco Systems, Inc.


Compiled Fri 01-Apr-05 05:55 by dchih


Image text-base: 0x80008098, data-base: 0x80F1D9FC





cisco 2651XM (MPC860P) processor (revision 0x401) with 124928K/6144K bytes of me


mory.


Processor board ID FTX1021A0KE (209338935)


M860 processor: part number 5, mask 2


Bridging software.


X.25 software, Version 3.0.0.


18 FastEthernet/IEEE 802.3 interface(s)


32K bytes of non-volatile configuration memory.


32768K bytes of processor board System flash (Read/Write)








         --- System Configuration Dialog ---





Would you like to enter the initial configuration dialog? [yes/no]:


