IPsec Policies
	Add / Edit VPN Policy Configuration

	Policy Name:
	
	

	Policy Type:
	
	

	Remote Endpoint:
	
	

	
	
	

	NETBIOS:
	
Enable
	

	Local Traffic Selection

	Local IP:
	
	

	Start Address:
	
	

	End Address:
	
	

	Subnet Mask:
	
	

	Remote Traffic Selection

	Remote IP:
	
	

	Start Address:
	
	

	End Address:
	
	

	Subnet Mask:
	
	

	Manual Policy Parameters

	SPI-Incoming:
	
	

	SPI-Outgoing:
	
	

	Encryption Algorithm:
	
	

	Key-In:
	
	

	Key-Out:
	
	

	Integrity Algorithm:
	
	

	Key-In:
	
	

	Key-Out:
	
	

	Auto Policy Parameters

	SA-Lifetime:
	
	

	
	
	

	Encryption Algorithm:
	
	

	Integrity Algorithm:
	
	

	PFS Key Group:
	
Enable

	

	
	
	

	Select IKE Policy:
	
	

	
	
	

	
	



image4.wmf


0


image5.wmf


router2.vpn.com


image6.wmf

image7.wmf


0


image8.wmf


Subnet


image9.wmf


10.0.0.0


image10.wmf



image11.wmf


255.255.255.0


image12.wmf


Subnet


image13.wmf


192.168.100.0


image14.wmf


255.255.255.0


image15.wmf


0x


image16.wmf


0x


image17.wmf


3DES


image18.wmf



image1.wmf


VPN


image19.wmf


SHA-1


image20.wmf


2147483647


image21.wmf


Seconds


image22.wmf


3DES


image23.wmf


SHA-1


image24.wmf


0


image25.wmf


DH-Group 2 (1024 bit)


image26.wmf


CAVEAT-VPN


image2.wmf


Auto Policy


image27.wmf
View


image28.wmf
S

ave


image29.wmf


81.134.88.128


image30.wmf



image31.wmf


0


image3.wmf


FQDN


