CME 3.3

ip dhcp excluded-address 10.30.100.1

!

ip dhcp pool Voice

   import all

   network 10.30.100.0 255.255.255.128

   default-router 10.30.100.1 

   option 150 ip 10.30.100.1 

!

!

!

voice-card 0

 no dspfarm

!

!

!

voice service voip 

 allow-connections h323 to h323

 allow-connections h323 to sip

 allow-connections sip to h323

 supplementary-service h450.12

 h323

!

!         

!

!

!

!

!

!

!

!

!

!

!

interface GigabitEthernet0/0

 description $ETH-LAN$$ETH-SW-LAUNCH$$INTF-INFO-GE 0/0$

 no ip address

 no ip redirects

 no ip unreachables

 no ip proxy-arp

 duplex auto

 speed auto

!

interface GigabitEthernet0/0.1

 encapsulation dot1Q 1 native

 ip address 10.30.40.2 255.255.255.0

!

interface GigabitEthernet0/0.10

 encapsulation dot1Q 10

 ip address 10.30.100.1 255.255.255.128

!

interface GigabitEthernet0/1

 no ip address

 shutdown

 duplex auto

 speed auto

!

interface GigabitEthernet0/1.10

 no cdp enable

!

interface BRI0/0/0

 no ip address

 encapsulation hdlc

 shutdown

!

!

interface Serial0/1/1

 ip address 10.0.1.2 255.255.255.0

!

!

ip route 0.0.0.0 0.0.0.0 10.0.1.1

!

!

!

tftp-server flash:P00307020200.bin

tftp-server flash:P00307020200.loads

tftp-server flash:P00307020200.sb2

tftp-server flash:P00307020200.sbn

tftp-server flash:P00403020214.bin

!

control-plane

!

!

!

voice-port 0/2/0

 ring cadence pattern01

 description xxx
 station-id name xxx
 station-id number 2222

!

voice-port 0/2/1

 description FAX

 station-id name FAX

 station-id number 2221

!

!

!

!         

!

dial-peer voice 1 pots

 destination-pattern 2222

 port 0/2/0

!

dial-peer voice 2 pots

 destination-pattern 2221

 fax rate fax

 port 0/2/1

!

dial-peer voice 30 voip

 destination-pattern 36..

 session protocol sipv2

 dtmf-relay rtp-nte

 no vad

!

!

!

telephony-service

 load 7910 P00403020214

 load 7960-7940 P00307020200

 max-ephones 48

 max-dn 48

 ip source-address 10.30.100.1 port 2000

 timeouts interdigit 5

 system message Mercator

 time-zone 23

 time-format 24

 date-format dd-mm-yy

 create cnf-files version-stamp Jan 01 2002 00:00:00

 max-conferences 8 gain -6

 call-forward pattern .T

 moh music-on-hold.au

 time-webedit 

 transfer-system full-consult

 transfer-pattern .T

!

!

ephone-dn  10  dual-line

 number 2001

 description xxx
 name abc

!

!

ephone-dn  11  dual-line

 number 2002

 name cde

!

!

ephone-dn  12

 number 2003

!

!

ephone  10

 mac-address 001B.535C.CCE7

 type 7960

 button  1:10

!

!

!

ephone  11

 mac-address 001B.0CDB.7C9E

 type 7940

 button  1:11

!

!

!

ephone  12

 mac-address 001B.D52C.B0D8

 type 7910

 button  1:12

!
CME 4.(0)1

no ip dhcp use vrf connected

ip dhcp excluded-address 192.168.60.1 192.168.60.100

ip dhcp excluded-address 192.168.61.1 192.168.61.100

ip dhcp excluded-address 192.168.62.1 192.168.62.99

ip dhcp excluded-address 192.168.62.201 192.168.62.254

ip dhcp excluded-address 192.168.62.1 192.168.62.100

ip dhcp excluded-address 192.168.60.201 192.168.60.254

ip dhcp excluded-address 192.168.61.201 192.168.61.254

!

ip dhcp pool voice

   import all

   network 192.168.60.0 255.255.255.0

   default-router 192.168.60.1 

   option 150 ip 192.168.60.1 

!

ip dhcp pool data

   import all

   network 192.168.61.0 255.255.255.0

   default-router 192.168.61.1 

   option 150 ip 192.168.60.1 

!

ip dhcp pool wlan

   import all

   network 192.168.62.0 255.255.255.0

   default-router 192.168.62.1 

   option 150 ip 192.168.60.1 

!

!

no ip domain lookup

ip multicast-routing 

!

!

!

voice-card 0

 no dspfarm

!

!

!

voice service voip 

 allow-connections h323 to h323

 allow-connections h323 to sip

 allow-connections sip to h323

 supplementary-service h450.12

 h323

!

!

!

interface Serial0/3/0

 description IPC CCM kit T1 Connection

 ip address 10.0.1.1 255.255.255.0

!

interface Serial0/3/1

 no ip address

 shutdown

 clock rate 2000000

!

interface Service-Engine1/0

 ip unnumbered Vlan60

 service-module ip address 192.168.60.11 255.255.255.0

 service-module ip default-gateway 192.168.60.1

!

interface Vlan1

 no ip address

 shutdown

!

interface Vlan60

 ip address 192.168.60.1 255.255.255.0

!

interface Vlan61

 ip address 192.168.61.1 255.255.255.0

!

interface Vlan62

 description wireless clients

 no ip address

 bridge-group 62

 bridge-group 62 spanning-disabled

!

interface BVI62

 description wireless clients

 no ip address

!

ip route 192.168.60.11 255.255.255.255 Service-Engine1/0

!

!

ip http server

ip http authentication local

ip http secure-server

ip http path flash:

!

!

!

!

!

!

tftp-server flash:ATA030100SCCP040211A.zup

tftp-server flash:P00503010100.bin

tftp-server flash:cmterm_7936.3-3-5-0.bin

tftp-server flash:P0030702T023.bin

tftp-server flash:P0030702T023.loads

tftp-server flash:P0030702T023.sb2

tftp-server flash:P0030702T023.sbn

tftp-server flash:apps11.1-0-0-72.sbn

tftp-server flash:cnu11.3-0-0-81.sbn

tftp-server flash:cvm11.7-2-0-66.sbn

tftp-server flash:dsp11.1-0-0-73.sbn

tftp-server flash:jar11.7-2-0-66.sbn

tftp-server flash:SCCP11.7-2-1-0S.loads

tftp-server flash:term11.default.loads

tftp-server flash:cnu41.2-7-6-26.sbn

tftp-server flash:CVM41.2-0-2-26.sbn

tftp-server flash:Jar41.2-9-2-26.sbn

tftp-server flash:TERM41.7-0-3-0S.loads

tftp-server flash:term41.default.loads

tftp-server flash:term61.default.loads

tftp-server flash:cnu70.2-7-6-26.sbn

tftp-server flash:CVM70.2-0-2-26.sbn

tftp-server flash:Jar70.2-9-2-26.sbn

tftp-server flash:TERM70.7-0-3-0S.loads

tftp-server flash:term70.default.loads

tftp-server flash:term71.default.loads

tftp-server flash:cmterm_7920.4.0-02-00.bin

!

!

!

voice-port 0/2/0

 connection plar opx 3612

 caller-id enable

!

voice-port 0/2/1

 connection plar opx 5001

 caller-id enable

!

!

!

!

!

!

dial-peer voice 4 pots

 description ** FXO pots dial-peer **

 destination-pattern 9T

 port 0/2/1

!

dial-peer voice 50 voip

 description ** cue voicemail pilot number **

 destination-pattern 500.

 session protocol sipv2

 session target ipv4:192.168.60.11

 incoming called-number .

 dtmf-relay sip-notify

 codec g711ulaw

 no vad

!

dial-peer voice 51 voip

 description ** cue auto attendant number **

 destination-pattern 5001

 session protocol sipv2

 session target ipv4:192.168.60.11

 dtmf-relay sip-notify

 codec g711ulaw

 no vad

!

dial-peer voice 741 voip

 preference 7

 destination-pattern 741....

 session target ipv4:10.1.1.10

 dtmf-relay h245-alphanumeric

 codec g711ulaw

 no vad

!

dial-peer voice 53 voip

 description **BACD AA Number**          

 service main-aa

 destination-pattern 1000

 session target ipv4:192.168.60.1

 incoming called-number 1000

 dtmf-relay h245-alphanumeric

 codec g711ulaw

 no vad

!

dial-peer voice 56 voip

 destination-pattern 2...

 session protocol sipv2

 session target ipv4:10.0.1.2

 dtmf-relay rtp-nte

 no vad

!

!

!

!

!

telephony-service

 load 7910 P00403020214

 load 7935 P00503010100

 load 7960-7940 P0030702T023

 load 7914 S00103020002

 load ATA ATA030100SCCP040211A

 load 7905 CP7905040000SCCP040701A

 load 7902 CP7902040000SCCP040701A

 load 7920 cmterm_7920.4.0-02-00

 load 7941 TERM41.7-0-3-0S

 load 7961 TERM41.7-0-3-0S

 load 7971 TERM70.6-0-3SR1S

 load 7970 TERM70.7-0-3-0S

 load 7911 SCCP11.7-2-1-0S

 load 7912 CP7912080001SCCP051117A

 max-ephones 20

 max-dn 96

 ip source-address 192.168.60.1 port 2000

 max-redirect 10

 service phone videoCapability 1

 system message MIBO Komunikacije doo

 url services http://192.168.61.10/cme_services.xml

 url authentication http://192.168.60.11/voiceview/authentication/authenticate.do

 time-zone 5

 time-format 24

 date-format dd-mm-yy

 voicemail 5000

 max-conferences 8 gain -6

 call-forward pattern .T

 hunt-group logout HLog

 moh music-on-hold.au

 web admin system name admin password cisco123

 dn-webedit 

 time-webedit 

 transfer-system full-consult

 transfer-pattern .T

 log password cisco123

 secondary-dialtone 9

 after-hours block pattern 1 91900 7-24

 night-service code *11

 xmltest 

 create cnf-files version-stamp 7960 Jul 16 2007 03:14:25

!

!

ephone-dn  1

 number 3600

 name IP-Paging1

 paging ip 239.1.1.1 port 2000

!

!

ephone-dn  2

 number B1

 intercom B2 label "intercom Charles Darwin"

!

!

ephone-dn  3

 number B2

 intercom B1 label "intercom Jane Austen"

!

!

!

ephone-dn  12  dual-line

 number 3652

 label 3652

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  13  dual-line

 number 3653

 label 3653

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  14  dual-line

 number 3654

 label 3654

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  15  dual-line

 number 3655

 label 3655

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  16  dual-line

 number 3656

 label 3656

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  17  dual-line

 number 3657

 label 3657

 call-forward busy 5000

 call-forward noan 5000 timeout 10

!

!

ephone-dn  18

 number 5021....

 mwi on

!

!

ephone-dn  19

 number 5020....

 mwi off

!

!

ephone-dn  20

 number 1511

 park-slot

!

!

ephone-dn  21

 number 1513

 park-slot

!

!

ephone-dn  22

 number 1514

 park-slot

!

!

ephone-dn  23  dual-line

 number 2003

 label Arc Operator 1

 huntstop channel

!

!

!

ephone  1

 device-security-mode none

 video

 username "jausten" password cisco123

 mac-address 0019.30C8.9C05

 speed-dial 1 3613 label "Arthur Conan Doyle"

 speed-dial 2 3612 label "Charles Darwin"

 speed-dial 3 3614 label "George Eliot"

 paging-dn 1

 type 7961

 button  1:4 2:11 3:2

!

!

!

ephone  2

 device-security-mode none

 video

 username "cdarwin" password cisco123

 mac-address 001A.6C31.16FE

 speed-dial 1 3613 label "Arthur Conan Doyle"

 speed-dial 2 3611 label "Jane Austen"

 speed-dial 3 3614 label "George Eliot"

 paging-dn 1

 type 7970

 button  1:5 2:12 5:3

!

!

!

ephone  3

 device-security-mode none

 video

 username "adoyle" password cisco123

 mac-address 001A.A27A.FBB4

 paging-dn 1

 type 7911

 button  1:6

!

!

!

ephone  4

 device-security-mode none

 video

 username "geliot" password cisco123

 mac-address 001A.E22A.878C

 speed-dial 1 3611 label "Jane Austen"

 type 7941

 button  1:7

!

!

