Site A – show isdn status

SiteA_1841#sh isdn status

Global ISDN Switchtype = basic-net3

ISDN BRI0/1/0 interface

        dsl 2, interface ISDN Switchtype = basic-net3

    Layer 1 Status:

        ACTIVATING

    Layer 2 Status:

        TEI = 255, Ces = 1, SAPI = 0, State = ESTABLISH_AWAITING_TEI

    Layer 3 Status:

        0 Active Layer 3 Call(s)

        CCB:callid=D168, sapi=0, ces=1, B-chan=1, calltype=DATA, hdlctype=HDLC-T

RUNK

    Active dsl 2 CCBs = 1

    The Free Channel Mask:  0x80000002

    Total Allocated ISDN CCBs = 1

SiteA_1841#

SITE B – show isdn status

SiteB_1841#sh isdn status

Global ISDN Switchtype = basic-net3

ISDN BRI0/1/0 interface

        dsl 2, interface ISDN Switchtype = basic-net3

    Layer 1 Status:

        ACTIVE

    Layer 2 Status:

        TEI = 75, Ces = 1, SAPI = 0, State = MULTIPLE_FRAME_ESTABLISHED

    Layer 3 Status:

        2 Active Layer 3 Call(s)

        CCB:callid=86B5, sapi=0, ces=1, B-chan=1, calltype=DATA, hdlctype=HDLC-T

RUNK

        CCB:callid=6C7, sapi=0, ces=1, B-chan=2, calltype=DATA, hdlctype=HDLC-TR

UNK

    Active dsl 2 CCBs = 2

    The Free Channel Mask:  0x80000000

    Total Allocated ISDN CCBs = 2

SiteB_1841#
