test#sho hard    
Cisco Wide Area Application Services Software (WAAS)
Copyright (c) 1999-2009 by Cisco Systems, Inc.
Cisco Wide Area Application Services Software Release 4.1.5a (build b4 Oct  2 20
09)
Version: oe511-4.1.5a.4

Compiled 16:41:32 Oct  2 2009 by cnbuild

System was restarted on Wed Jan 27 23:04:14 2010.
The system has been up for 3 minutes, 10 seconds.

CPU 0 is GenuineIntel Intel(R) Celeron(R) CPU 2.80GHz (rev 3) running at 2800MHz
.
Total 1 CPU.
512 Mbytes of Physical memory.
128 MBytes of flash memory
1 CD ROM drive (Vendor TEAC     Model CD-224E         )
2 GigabitEthernet interfaces
1 Console interface

Manufactured As: FE-511-K9  [8836C9X]

BIOS Information:
Vendor         :IBM
Version        :-[KEEC25AUS-1.25]-
Rel. Date      :08/17/2004

  Cookie info:
    SerialNumber: 99999999999
    SerialNumber (raw): 57 57 57 57 57 57 57 57 57 57 57 
    TestDate: 11-6-2001
    ExtModel: FE511
    ModelNum (raw): 55 0 0 0 0
    HWVersion: 1
    PartNumber: 53 54 55 56 57
    BoardRevision: 1
    ChipRev: 1
    VendID: 0
    CookieVer: 2
    Chksum: 0xfadb

List of all disk drives:

Physical disk information:
…

test#reload






…

Welcome to the installer.  The installer will enable installation
of a new software image onto your system, or recover a previous image
in the event that the hardware was changed.


   MODEL: OE511
   FLASH: found, directory validated
  COOKIE: model does not match
   IMAGE: 4.1.5a.b4
FLASHDEV: /dev/sda

Installer Main Menu:
    1. Configure Network
    2. Manufacture flash
    3. Install flash cookie
    4. Install flash image from network
    5. Install flash image from cdrom
    6. Install flash image from disk
    7. Recreate RAID device (WAE-674/7341/7371 only)
    8. Wipe out disks and install .bin image
    9. Exit (Eject and reboot)
Choice [0]: 3
Date= '01/27/10'
Serial number= 'KPBAV58'
Cookie installed successfully.

   MODEL: OE511
   FLASH: found, directory validated
  COOKIE: valid
   IMAGE: 4.1.5a.b4
FLASHDEV: /dev/sda

Installer Main Menu:
    1. Configure Network
    2. Manufacture flash
    3. Install flash cookie
    4. Install flash image from network
    5. Install flash image from cdrom
    6. Install flash image from disk
    7. Recreate RAID device (WAE-674/7341/7371 only)
    8. Wipe out disks and install .bin image
    9. Exit (Eject and reboot)
Choice [0]: 9
Reboot? [n]: y
Saving random seed...
dd: opening `/state/random-seed': No such file or directory
Deactivating volume group...  0 logical volume(s) in volume group "data1" now active
done
Restarting system.

.....







BOOT: System Initializing, please wait.........

Cisco Wide Area Application Engine Console

Username: admin
Password: 
System Initialization Finished.
test#
test#show hard
Cisco Wide Area Application Services Software (WAAS)
Copyright (c) 1999-2009 by Cisco Systems, Inc.
Cisco Wide Area Application Services Software Release 4.1.5a (build b4 Oct  2 20
09)
Version: oe511-4.1.5a.4

Compiled 16:41:32 Oct  2 2009 by cnbuild

System was restarted on Wed Jan 27 23:17:09 2010.
The system has been up for 10 minutes, 32 seconds.

CPU 0 is GenuineIntel Intel(R) Celeron(R) CPU 2.80GHz (rev 3) running at 2800MHz
.
Total 1 CPU.
512 Mbytes of Physical memory.
128 MBytes of flash memory
1 CD ROM drive (Vendor TEAC     Model CD-224E         )
2 GigabitEthernet interfaces
1 Console interface

Manufactured As: FE-511-K9  [8836C9X]

BIOS Information:
Vendor         :IBM
Version        :-[KEEC25AUS-1.25]-
Rel. Date      :08/17/2004

  Cookie info:
    SerialNumber: KPBAV58
    SerialNumber (raw): 75 80 66 65 86 53 56 0 0 0 0 
    TestDate: 1-27-2010
    ExtModel: OE511
    ModelNum (raw): 55 0 0 0 1
    HWVersion: 1
    PartNumber: 53 54 55 56 57
    BoardRevision: 1
    ChipRev: 1
    VendID: 0
    CookieVer: 2
    Chksum: 0xfb58

List of all disk drives:

Physical disk information:
--More--

.....

