CCM Comparison Doc 4.1 - 7.x
Cisco CallManager 4.1(3) 

•Operating System Installation Guidelines 

•Upgrading to Cisco CallManager Release 4.1(3) 

•Call Pickup and Group Call Pickup Enhancements 

•Call Transfer Enhancements 

•New Feature Support with Cisco IP Manager Assistant 

•New Service Parameter to Enable Music On Hold and Annunciator Duplex Streaming 

•Updated Support for Cisco IP Phones 

•New Hunt Pilot Configuration Parameters for Automated Alternate Routing 

•Support for Annex M1 over H.225 Trunks and H.323 Gateways 

•Security Enhancements 

•Bulk Administration Tool Enhancements 

•Dialed Number Analyzer Enhancements 

•New and Changed Information for Cisco CallManager Serviceability 

•New and Changed Information for Cisco CallManager Serviceability 

•New and Changed Information for Third-Party and SDK Applications 

http://www.cisco.com/en/US/docs/voice_ip_comm/cucm/rel_notes/4_1/cucm-rel_notes-413.html#wp1708005 

CCM 4.2.x New Features 

New and Changed Information for Cisco CallManager Features CCM 4.2 

The following sections describe new and changed information related to Cisco CallManager features: 

Multilevel Precedence and Preemption Enhancements 

Device Mobility 

Cisco CallManager Attendant Console and Call Pickup Limitation 

** Call Pickup Notification 

** Directed Call Park 

IPMA Enhancements 

Cisco Messaging Interface Enhancements 

Call Forwarding Enhancements 

Password Management Features 

** Log Out of Hunt Groups 

** Voice-Mail-Related Changes to Hunt List and Hunt Pilot 

New MLPP Service Lockout Enterprise Parameter 

Phone Button Template 

Call Diagnostics and Voice Quality Metrics 

Overlap Sending and Receiving for H.323 Gateways 

SDL Traces 

Cisco CallManager T1 CAS Hookflash Transfer Support 

From this doc; 

http://www.cisco.com/en/US/products/sw/voicesw/ps556/prod_release_note09186a00805f1470.html#wp2430214 

Here is the related CCM 5.x and CCM 6.x info :) 

Cisco CallManager 5.x Features 

Call Forwarding Enhancements 

Call Park 

Call Pickup Group 

CTI and CTI Super Provider 

Dynamic Host Control Protocol (DHCP) 

International Dial Plans 

LDAP Directory Enhancements 

Licensing 

Personal Directory Enhancements 

Phone NTP References for SIP Phones 

Presence 

Roles and User Groups 

RSVP 

Service Enhancements 

SIP Line Side (Endpoints) Support 

SIP Route Pattern 

SIP Third-Party Phones 

SIP Trunk Enhancements 

TFTP Enhancements 

URL Dialing 

Video Telephony Enhancements 

Voice Quality Metrics 

http://www.cisco.com/en/US/docs/voice_ip_comm/cucm/rel_notes/5_0_1/501cmrn.html 

Cisco Unified Communications Manager 6.0 feature enhancements: 

•AAC/iLBC Voice Codec Support 

•Advanced Ad Hoc Conference 

•Audible Message Waiting Indicator 

•Barge Enhancements 

•Call Diagnostics and Voice Quality Metrics 

•Call Forward Enhancements 

•Call Forward All Calling Search Space Backward Compatibility 

•Call Forward Overriding 

•Call Pickup Notification 

•Cisco Messaging Interface Enhancements 

•Cisco Unified Communications Manager T1 CAS Hookflash Transfer Support 

•Connected Number Display 

•Credential Policy and User Authentication 

•CTI Enhancements 

•Device Mobility 

•Directed Call Park 

•Do Not Disturb 

•Hold Reversion 

•Intercom 

•Licensing Enhancements 

•Log Out of Hunt Groups 

•Overlap Sending and Receiving for H.323 Gateways 

•MGCP T.38 Enhancements 

•Privacy on Hold 

•Programmable Line Keys 

•SCCP Optimization 

•SDL Traces 

•SIP Endpoints Support 

•SIP Third-Party Phones Enhancements 

•SIP Trunk Enhancements 

http://www.cisco.com/en/US/docs/voice_ip_comm/cucm/rel_notes/6_0_1/601cmrn.html#wp44812 

CCM 7.0 New Features;

When you reinstall or restore data to a first node in a cluster, you no longer need to reinstall the subsequent nodes in the cluster. 

The Apply a Patch option of the installation program now supports applying full patch ISO upgrade patch file, in addition to the previously supported ES and SU patch types. 

Busy Lamp Field Pickup 

**•Call Forward All Loop Prevention and Breakout 

•Calling Party Normalization 

•Cisco Emergency Responder Location Management Support in Application Server Configuration Window 

•Cisco Extension Mobility Feature Safe 

•Cisco Unified Communications Manager Attendant Console Support in 7.0 

•Cisco Unified IP Phone Expansion Module 7915 and 7916 Support 

•Cisco Unified Mobility—Cisco Unified Mobile Communicator 

•Cisco Unified Mobility—Dial-via-Office Reverse Callback 

•Cisco Unified Mobility—Directed Call Park via DTMF 

•Cisco Unified Mobility—SIP URI Dialing 

•Cisco Unified Mobility—Time-of-Day (ToD) Access 

•Cisco Click-to-Conference Plug-In with IBM SameTime 

•Directed Call Pickup 

•Do Not Disturb Call Reject 

•G.Clear Codec Support 

•G.729a and G.729b Codecs Over SIP Trunks 

•Enhanced IP Phone Services 

•International Escape Character + Support 

•Local Route Groups 

•Microsoft Windows Server 2008 Active Directory (AD) Support for LDAP Synchronization 

•Non-Urgent Translation Patterns 

•Privacy Headers for SIP Trunks 

•SIP Support for Cisco Unified Communications Manager Features 

•SIP T.38 Interoperability with Microsoft Exchange 

•Trusted Relay Points 

**•Cisco VG202 and VG204 Gateway Support in Cisco Unified Communications Manager Administration 

•Voice over Secure IP for SIP Trunks 

–Multilevel Precedence and Preemption Enhancements 

Cisco Extension Mobility (EM) equivalency eliminates the phone-model dependency of phone button templates. The following factors determine the model equivalency among the various phones: 

•Various features that the phone models support 

•Number of buttons that the phone models support 

EM equivalency includes the following support feature for the Cisco Unified IP Phones: 

•Feature Safe on Phone Button Template—Phones can use any phone button template that has the same number of line buttons that the phone model supports. 

Release 7.0(1) of Cisco Unified Communications Manager enhances the existing Extension Mobility (EM) equivalency mechanism. The equivalency enhancement works across phone types as follows: 

•7940 SCCP, 7941 SCCP, 7942 SCCP, and 7945 SCCP models, which are equivalent, can share an EM profile. 

•7940 SIP, 7941 SIP, 7942 SIP, and 7945 SIP models, which are equivalent, can share an EM profile. 

•7960 SCCP and 7961 SCCP models, which are equivalent, can share an EM profile. 

•7962 SCCP and 7965 SCCP models, which are equivalent, can share an EM profile. 

•7960 SIP, 7961 SIP, 7962 SIP, and 7965 SIP models, which are equivalent, can share an EM profile. 

•7970 SCCP and 7971 SCCP models, which are equivalent, can share an EM profile. 

•7970 SIP, 7971 SIP, and 7975 SIP models, which are equivalent, can share an EM profile. 

The enhancement works for all phone models that are equivalent and requires no administration tasks to activate. 

Directed Call Pickup 

The Directed Call Pickup feature allows a user to pick up a ringing call on a directory number (DN) directly by pressing the GPickUp softkey and entering the directory number of the device that is ringing. Cisco Unified Communications Manager uses the associated group mechanism to control the privilege of a user who wants to pick up an incoming call by using Directed Call Pickup. The associated group of a user specifies one or more call pickup groups that have been associated to the pickup group to which the user belongs. 

Import and Export Enhancements for the Bulk Administration Tool 

The Import/Export tool in BAT includes new updates to support the export of Cisco Unified Communications Manager configuration details. It also has a new feature to validate .tar import files. 

Backup of CAR Database 

The CAR and CDR Disaster Recovery Service (DRS) now integrates into the Disaster Recovery System (DRS). The DRS includes the backup of the CAR database, pregenerated reports, and the CDR preserved flat files. 

Call Forward All Loop Breakout and Prevention 

Cisco Unified Communications Manager 7.0(1) introduces enhancements for the following Call Forward All features: 

•Call Forward All Loop Prevention—Prevents the end-user from configuring a Call Forward All destination on the phone that will create a Call Forward All loop or that will create a forward chain with more hops than the existing Forward Maximum Hop Count service parameter allows. 

•Call Forward All Loop Breakout—Detects and breaks Call Forward All loops, which allows the call to ring on the phone that would have closed the loop. Prior to this release, the call got cleared if a Call Forward All loop was detected through the Forward Maximum Hop Count service parameter. 

Parallel Upgrades from Unified CM Releases 5.x and 6.x to Unified CM Release 7.0(1) 

When you upgrade a cluster running a supported version of Cisco Unified Communications Manager 5.x or 6.x to Cisco Unified Communications Manager 7.0(1), begin upgrading the first node first. You can begin upgrading subsequent nodes in parallel after the first node has reached a specified point in the upgrade. 

http://www.cisco.com/en/US/docs/voice_ip_comm/cucm/rel_notes/7_0_1/cucm-rel_notes-701.html

