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local ident (addr/mask/prot/port): (0.0.0.0/0.0.0.0/0/0)

remote ident (addr/mask/prot/port): (192.168.10.1/255.255.255.255/0/0)
current_peer: 108.44.7.57, username: useroi

dynamic  allocated peer ip: 192.168.10.1

H#pkts encaps: 0, #pkes encrypt: 0, #pkes digest: 0
fipkts decaps: 54, §pks decrypt: 54, #pkts verif:

fipkts compressed: 0, fpkts decompressed: 0

#pkes not compressed: 0, #pks comp failed: O, #pkes decomp failed: 0
Hipre-frag successes: 0, fpre-frag failures: 0, §fragments created: 0
HPNTUS sent: D, #PNTUs reva: O, fdecapsulated frgs needing reassembly: 0
#send errors: 0, frecy errors: 0

local crypto endpt.: 85.176.172.174/10000, remote crypto endpt.: 109.44.7.
57/1118

path weu 1452, ipsec overhead 110, nedia mcu 1500

current outbound spi: 8230FCES

current imbound spi : FFSSF94D

inbound esp sas:
Spi: DXxFFSSF94D (4283824461

transform: esp-aes esp-sha-hwac no compression
in use settings =(RE, Tumnel, TCP-Encaps, }
slot: 0, conn_id: 4096, crypro-wap: SYSTEN_DEFAULT CRYPTO_NAP
sa timing: remaining key lifetime (sec): 28732
IV size: 16 bytes
replay detection support: T
Anti replay bitwap:
OxODTFFFFF OxFFFFFFFF

cutbound esp sas:

spi: DxB230FC6S (2184248422)

transform: esp-aes esp-sha-hwac no compression
in use settings =(RE, Tumnel, TCP-Encaps, }
slot: 0, conn_id: 4096, crypro-wap: SYSTEN_DEFAULT CRYPTO_NAP
sa timing: remaining key lifetime (sec): 28732
IV size: 16 bytes
replay detection support: T
Anti replay bitwap:
0x00000000 0x00000001
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ciscoasa# sh ro
ciscoasa# sh route

Codes: € - connected, § - stacie, I - IGRP, R - RIP, Nl - mobile, B - BGP
D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF inter area
N1 - OSPF NSSA external type 1, Nz - OSPF NSS external type
E1 - OSPF external type 1, E2 - OSPF external type 2, E - EGP
i - I8-I8, L1 - I8-18 level-1, L2 - IS-IS level-z, ia - IS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is 213.191.84.199 to metwork 0.0.0.0
192.168.10.1 255.255.255.255 [1/0] via 213.191.84.199, outside

152.168.1.0 255.255.255.0 is directly connected, inside
0.0.0.0 [1/0] via 213.191.84.199, outside





