!
! Last configuration change at 10:06:18 GMT Thu Dec 4 2008
! NVRAM config last updated at 10:01:02 GMT Thu Dec 4 2008
!
version 12.2
no service pad
service timestamps debug datetime msec
service timestamps log datetime msec localtime
service password-encryption
!
hostname anthony

!
logging console warnings
enable secret 5 $1$uTAT$/S0defaEuZ..8cnQ1AOFnIyv.
enable password 7 0529031D2C5ddwes94A08
!
no aaa new-model
clock timezone GMT 0
clock summer-time BST recurring
switch 1 provision ws-c3750e-48pd
switch 2 provision ws-c3750e-48pd
switch 3 provision ws-c3750e-24pd
switch 4 provision ws-c3750e-48pd
switch 5 provision ws-c3750e-48pd
system mtu routing 1500
ip subnet-zero
no ip domain-lookup
ip domain-name anthony.ie
!
!
mls qos map cos-dscp 0 8 16 26 32 46 48 56
mls qos srr-queue input bandwidth 90 10
mls qos srr-queue input threshold 1 8 16
mls qos srr-queue input threshold 2 34 66
mls qos srr-queue input buffers 67 33 
mls qos srr-queue input cos-map queue 1 threshold 2  1
mls qos srr-queue input cos-map queue 1 threshold 3  0
mls qos srr-queue input cos-map queue 2 threshold 1  2
mls qos srr-queue input cos-map queue 2 threshold 2  4 6 7
mls qos srr-queue input cos-map queue 2 threshold 3  3 5
mls qos srr-queue input dscp-map queue 1 threshold 2  9 10 11 12 13 14 15
mls qos srr-queue input dscp-map queue 1 threshold 3  0 1 2 3 4 5 6 7
mls qos srr-queue input dscp-map queue 1 threshold 3  32
mls qos srr-queue input dscp-map queue 2 threshold 1  16 17 18 19 20 21 22 23
mls qos srr-queue input dscp-map queue 2 threshold 2  33 34 35 36 37 38 39 48
mls qos srr-queue input dscp-map queue 2 threshold 2  49 50 51 52 53 54 55 56
mls qos srr-queue input dscp-map queue 2 threshold 2  57 58 59 60 61 62 63
mls qos srr-queue input dscp-map queue 2 threshold 3  24 25 26 27 28 29 30 31
mls qos srr-queue input dscp-map queue 2 threshold 3  40 41 42 43 44 45 46 47
mls qos srr-queue output cos-map queue 1 threshold 3  5
mls qos srr-queue output cos-map queue 2 threshold 3  3 6 7
mls qos srr-queue output cos-map queue 3 threshold 3  2 4
mls qos srr-queue output cos-map queue 4 threshold 2  1
mls qos srr-queue output cos-map queue 4 threshold 3  0
mls qos srr-queue output dscp-map queue 1 threshold 3  40 41 42 43 44 45 46 47
mls qos srr-queue output dscp-map queue 2 threshold 3  24 25 26 27 28 29 30 31
mls qos srr-queue output dscp-map queue 2 threshold 3  48 49 50 51 52 53 54 55
mls qos srr-queue output dscp-map queue 2 threshold 3  56 57 58 59 60 61 62 63
mls qos srr-queue output dscp-map queue 3 threshold 3  16 17 18 19 20 21 22 23
mls qos srr-queue output dscp-map queue 3 threshold 3  32 33 34 35 36 37 38 39
mls qos srr-queue output dscp-map queue 4 threshold 1  8
mls qos srr-queue output dscp-map queue 4 threshold 2  9 10 11 12 13 14 15
mls qos srr-queue output dscp-map queue 4 threshold 3  0 1 2 3 4 5 6 7
mls qos queue-set output 1 threshold 1 138 138 92 138
mls qos queue-set output 1 threshold 2 138 138 92 400
mls qos queue-set output 1 threshold 3 36 77 100 318
mls qos queue-set output 1 threshold 4 20 50 67 400
mls qos queue-set output 2 threshold 1 149 149 100 149
mls qos queue-set output 2 threshold 2 118 118 100 235
mls qos queue-set output 2 threshold 3 41 68 100 272
mls qos queue-set output 2 threshold 4 42 72 100 242
mls qos queue-set output 1 buffers 10 10 26 54
mls qos queue-set output 2 buffers 16 6 17 61
mls qos
!
crypto pki trustpoint TP-self-signed-1483080576
 enrollment selfsigned
 subject-name cn=IOS-Self-Signed-Certificate-1483080576
 revocation-check none
 rsakeypair TP-self-signed-1483080576
!
!
crypto pki certificate chain TP-self-signed-1483080576
 certificate self-signed 01
  308202AB 30820214 A0030201 02020101 300D0609 2A864886 F70D0101 04050030 
  5D312F30 2D060355 04031326 494F532D 53656C66 2D536967 6E65642D 43657274 
  69666963 6174652D 31343833 30383035 3736312A 30280609 2A864886 F70D0109 
  02161B4D 554C4C43 435F3337 35302E69 6E746572 6E616C2E 6662642E 6965301E 
  170D3933 30333031 30303032 30355A17 0D323030 31303130 30303030 305A305D 
  312F302D 06035504 03132649 4F532D53 656C662D 5369676E 65642D43 65727469 
  66696361 74652D31 34383330 38303537 36312A30 2806092A 864886F7 0D010902 
  161B4D55 4C4C4343 5F333735 302E696E 7465726E 616C2E66 62642E69 6530819F 
  300D0609 2A864886 F70D0101 01050003 818D0030 81890281 8100DAE7 9761D41A 
  FF8977E8 6D0DA869 01555F35 62058E53 6262B9BF BB809662 9306A9F9 4D38C634 
  6F051A23 70302239 72593C7C F7387C0D 875E0740 F0243134 6079DE82 4E1C12AC 
  396B25B0 772724D6 05943F95 F7BA6BEF 269AEA31 014A9225 EE89EC84 6E17FF29 
  A8BB80C0 6FDB11D0 9FB0C09D 54D07510 523A4B9B EF2B5BAF 3C4B0203 010001A3 
  7B307930 0F060355 1D130101 FF040530 030101FF 30260603 551D1104 1F301D82 
  1B4D554C 4C43435F 33373530 2E696E74 65726E61 6C2E6662 642E6965 301F0603 
  551D2304 18301680 1433024C 3588C95A B8AEE251 1C42FEB3 2A9D1C3A 3C301D06 
  03551D0E 04160414 33024C35 88C95AB8 AEE2511C 42FEB32A 9D1C3A3C 300D0609 
  2A864886 F70D0101 04050003 81810013 57D582A7 5209E4E9 C1F414A5 39419A27 
  1543CA5F F432090F 442939D7 0A93E8EF DB4FE51B F3C94D82 98ECC024 CF2F8EA7 
  373AF435 D9AF840C FA3E8484 04D10030 2353D323 1DCF20B3 48EEF819 FE1E2868 
  5F921704 7094CEBF 1E4C1C31 418AD804 DB0A8BC9 0A11BD5B 224540F8 B4993C6E 
  E5219534 7216F6D1 03791C5C 245773
  quit
!
!
!
!
!
!
spanning-tree mode rapid-pvst
spanning-tree extend system-id
!
vlan internal allocation policy ascending
!
!
interface Port-channel1
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
!
interface Port-channel3
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 switchport nonegotiate
!
interface FastEthernet0
 no ip address
!
interface GigabitEthernet1/0/1
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/2
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/3
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/4
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/5
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/6
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/7
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/8
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/9
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/10
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/11
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/12
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/13
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/14
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/15
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/16
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/17
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/18
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/19
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/20
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/21
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/22
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/23
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/24
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/25
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/26
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/27
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/28
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/29
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/30
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/31
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/32
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/33
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/34
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/35
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/36
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/37
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/38
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/39
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/40
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/41
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/42
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/43
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/44
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/45
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/46
 description FBDCRRECSC01 Recording Port 4
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 speed 1000
 duplex full
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/47
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/48
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet1/0/49
 description TTTTTTTT-TRUNK-2-6509M-TTTTTTTTT
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 channel-group 1 mode on
!
interface GigabitEthernet1/0/50
 description TTTTTTTT-TRUNK-2-6509M-TTTTTTTTT
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 channel-group 1 mode on
!
interface GigabitEthernet1/0/51
!
interface GigabitEthernet1/0/52
!
interface TenGigabitEthernet1/0/1
!
interface TenGigabitEthernet1/0/2
!
interface GigabitEthernet2/0/1
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/2
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/3
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/4
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/5
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/6
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/7
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/8
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/9
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/10
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/11
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/12
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/13
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/14
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/15
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/16
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/17
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/18
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/19
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/20
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/21
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/22
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/23
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/24
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/25
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/26
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/27
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/28
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/29
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport mode trunk
 switchport voice vlan 100
 speed 100
 duplex full
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/30
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/31
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/32
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/33
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/34
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/35
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/36
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/37
 description ******** end-users ********
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/38
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/39
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/40
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/41
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/42
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/43
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/44
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/45
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/46
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/47
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/48
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet2/0/49
 description TTTTTTTT-TRUNK-2-6509M-TTTTTTTTT
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 switchport nonegotiate
 channel-group 3 mode on
!
interface GigabitEthernet2/0/50
 description TTTTTTTT-TRUNK-2-6509M-TTTTTTTTT
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1-100
 switchport mode trunk
 channel-group 3 mode on
!
interface GigabitEthernet2/0/51
!
interface GigabitEthernet2/0/52
!
interface TenGigabitEthernet2/0/1
!
interface TenGigabitEthernet2/0/2
!
interface GigabitEthernet3/0/1
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 shutdown
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/2
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/3
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/4
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/5
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/6
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/7
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/8
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/9
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/10
 description Printer 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/11
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/12
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/13
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/14
 description Printer
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/15
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/16
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/17
 description Printer
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/18
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/19
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/20
 description Printer
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/21
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/22
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/23
 description Printer
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/24
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet3/0/25
!
interface GigabitEthernet3/0/26
!
interface GigabitEthernet3/0/27
!
interface GigabitEthernet3/0/28
!
interface TenGigabitEthernet3/0/1
!
interface TenGigabitEthernet3/0/2
!
interface GigabitEthernet4/0/1
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/2
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/3
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/4
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/5
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/6
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/7
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/8
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/9
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/10
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/11
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/12
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/13
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/14
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/15
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/16
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/17
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/18
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/19
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/20
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/21
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/22
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/23
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/24
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/25
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/26
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/27
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/28
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/29
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/30
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/31
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/32
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/33
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/34
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/35
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/36
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/37
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/38
 description ******** end-users ********
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 auto qos voip cisco-phone 
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/39
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/40
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/41
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/42
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/43
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/44
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/45
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/46
 description RECORDING PORT FOR FBDCRRECSC01
 speed 1000
 duplex full
!
interface GigabitEthernet4/0/47
 description ******** end-users ******** 
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/48
 description BACKUP RECORDING PORT FOR GROUND FLOOR CALL RECORDER (FBDCRRECSC01A)
 switchport trunk encapsulation dot1q
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 shutdown
 speed 1000
 duplex full
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet4/0/49
!
interface GigabitEthernet4/0/50
!
interface GigabitEthernet4/0/51
!
interface GigabitEthernet4/0/52
!
interface TenGigabitEthernet4/0/1
!
interface TenGigabitEthernet4/0/2
!
interface GigabitEthernet5/0/1
!
interface GigabitEthernet5/0/2
!
interface GigabitEthernet5/0/3
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/4
!
interface GigabitEthernet5/0/5
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/6
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/7
!
interface GigabitEthernet5/0/8
!
interface GigabitEthernet5/0/9
!
interface GigabitEthernet5/0/10
!
interface GigabitEthernet5/0/11
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/12
!
interface GigabitEthernet5/0/13
!
interface GigabitEthernet5/0/14
!
interface GigabitEthernet5/0/15
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/16
!
interface GigabitEthernet5/0/17
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/18
!
interface GigabitEthernet5/0/19
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/20
!
interface GigabitEthernet5/0/21
!
interface GigabitEthernet5/0/22
!
interface GigabitEthernet5/0/23
!
interface GigabitEthernet5/0/24
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/25
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/26
!
interface GigabitEthernet5/0/27
!
interface GigabitEthernet5/0/28
!
interface GigabitEthernet5/0/29
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/30
 description Printer
 switchport access vlan 10
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode access
 switchport voice vlan 100
 no logging event link-status
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/31
!
interface GigabitEthernet5/0/32
!
interface GigabitEthernet5/0/33
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/34
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport trunk allowed vlan 1,100
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/35
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/36
!
interface GigabitEthernet5/0/37
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/38
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/39
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/40
!
interface GigabitEthernet5/0/41
!
interface GigabitEthernet5/0/42
!
interface GigabitEthernet5/0/43
!
interface GigabitEthernet5/0/44
!
interface GigabitEthernet5/0/45
 description ******** end-users ******** 
 switchport access vlan 100
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/46
!
interface GigabitEthernet5/0/47
 description ******** end-users ******** 
 switchport trunk encapsulation dot1q
 switchport trunk native vlan 23
 switchport mode trunk
 switchport voice vlan 100
 srr-queue bandwidth share 10 10 60 20
 srr-queue bandwidth shape  10  0  0  0 
 queue-set 2
 mls qos trust device cisco-phone
 mls qos trust cos
 spanning-tree portfast trunk
 spanning-tree bpduguard enable
!
interface GigabitEthernet5/0/48
!
interface GigabitEthernet5/0/49
!
interface GigabitEthernet5/0/50
!
interface GigabitEthernet5/0/51
!
interface GigabitEthernet5/0/52
!
interface TenGigabitEthernet5/0/1
!
interface TenGigabitEthernet5/0/2
!
interface Vlan1
 ip address 10.110.1.7 255.255.255.0
!
interface Vlan23
 no ip address
!
ip default-gateway 10.120.1.1
ip classless
ip http server
ip http secure-server
!
logging 10.21.26.141
snmp-server enable traps license
snmp-server host 10.21.6.141 dcdPla21 
!
control-plane
!
banner login 
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FBD computer systems are for the use of authorised FBD employees and authorised third 
parties with permission to access FBD computer systems only. All information herein 
is the property of FBD Insurance Group which is part of FBD Holdings plc. 




Unauthorised Access is Prohibited.

*************************************************************************************

!
line con 0
 password 7 14341A0A02sdw036B2523
 login
line vty 0 4
 exec-timeout 5 0
 password 7 0802444F071E4wdw41915
 logging synchronous
 login
 length 0
line vty 5 15
 exec-timeout 0 0
 password 7 072D245E431C1D04wwdw
 logging synchronous
 login
!
!
monitor session 1 source vlan 100 rx
monitor session 1 destination interface Gi4/0/46 , Gi4/0/48
ntp clock-period 36028525
ntp server 10.21.12.102
ntp server 10.21.11.202
end

